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30 CFR Ch. I (7–1–00 Edition)§ 75.1106–3

§ 75.1106–3 Storage of liquefied and
nonliquefied compressed gas cyl-
inders; requirements.

(a) Liquefied and nonliquefied com-
pressed gas cylinders stored in an un-
derground coal mine shall be:

(1) Clearly marked and identified as
to their contents in accordance with
Department of Transportation regula-
tions.

(2) Placed securely in storage areas
designated by the operator for such
purpose, and where the height of the
coalbed permits, in an upright position,
preferably in specially designated
racks, or otherwise secured against
being accidently tipped over.

(3) Protected against damage from
falling material, contact with power
lines and energized electrical equip-
ment, heat from welding, cutting or
soldering, and exposure to flammable
liquids.

(b) Liquefied and nonliquefied com-
pressed gas cylinders shall not be
stored or left unattended in any area
inby the last open crosscut of an under-
ground coal mine.

(c) When not in use, the valves of all
liquefied and nonliquefied compressed
gas cylinders shall be in the closed po-
sition, and all hoses shall be removed
from the cylinder.

[36 FR 22061, Nov. 19, 1971]

§ 75.1106–4 Use of liquefied and non-
liquefied compressed gas cylinders;
general requirements.

(a) Persons assigned by the operator
to use and work with liquefied and non-
liquefied compressed gas shall be
trained and designated by the operator
as qualified to perform the work to
which they are assigned, and such
qualified persons shall be specifically
instructed with respect to the dangers
inherent in the use of such gases in an
underground coal mine.

(b) Persons who perform welding,
cutting, or burning operations shall
wear clothing free from excessive oil or
grease.

(c) Liquefied and nonliquefied com-
pressed gas shall be used only in well-
ventilated areas.

(d) Not more than one liquefied or
nonliquefied compressed gas unit, con-
sisting of one oxygen cylinder and one
additional gas cylinder, shall be used

to repair any unit of equipment which
is inby the loading point of any sec-
tion.

(e) Where liquefied and nonliquefied
compressed gas is used regularly in un-
derground shops or other underground
structures, such shops or structures
shall be on a separate split of air.

(f) Where liquefied and nonliquefied
compressed gas is used in any area in
which oil, grease, or coal dust is
present, oil and grease deposits shall,
where practicable, be removed and the
entire area within 10 feet of the work-
site covered with a heavy coating of
rock dust.

(g) Liquefied and nonliquefied com-
pressed gas cylinders shall be located
no less than 10 feet from the worksite,
and where the height of the coal seam
permits, they shall be placed in an up-
right position and chained or otherwise
secured against falling.

(h) Liquefied and nonliquefied com-
pressed gas shall not be used under di-
rect pressure from the cylinder and,
where such gases are used under re-
duced pressure, the pressure level shall
not exceed that recommended by the
manufacturer.

(i) ‘‘Manifolding cylinders’’ shall
only be performed in well-ventilated
shops where the necessary equipment
is properly installed and operated in
accordance with specifications for safe-
ty prescribed by the manufacturer.

[36 FR 22061, Nov. 19, 1971]

§ 75.1106–5 Maintenance and tests of
liquefied and nonliquefied com-
pressed gas cylinders; accessories
and equipment; requirements.

(a) Hose lines, gages, and other cyl-
inder accessories shall be maintained
in a safe operating condition.

(b) Defective cylinders, cylinder ac-
cessories, torches, and other welding,
cutting, and burning equipment shall
be labeled ‘‘defective’’ and taken out of
service.

(c) Each qualified person assigned to
perform welding, cutting, or burning
with liquefied and nonliquefied com-
pressed gas shall be equipped with a
wrench specifically designed for use
with liquefied and nonliquefied com-
pressed gas cylinders and a suitable
torchtip cleaner to maintain torches in
a safe operating condition.
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